
Specifications - TFT Monitors:

Specifications - IPS Monitors:

4 D

PR-TFT7D / PR-TFT7D
PR-TFT9D / PR-TFT10P
PR-IPS7-W / PR-IPS10-W

PR-TFT7D
Standard Series Advanced Series

PR-TFT9DModel
Screen Size
Resolution
TV System
Power Supply
Video Input
Inputs
Work Temperature
Viewing Angle
Contrast Ratio
Brightness
Weight 
Dimension

7” TFT Screen
800x480

PAL / NTSC
DC 12V, 0.5A

1VP-P, 75Ohm
AV1, AV2, Power

-10°C ~ 60°C
65/65/65/50 (L/R/U/D)

300:1
250CD/m2

0.40Kg
177W x 117H x 15D mm

9” TFT Screen
800x480

PAL / NTSC
DC 12V, 0.5A

1VP-P, 75Ohm
AV1, AV2, Power

-10°C ~ 60°C
65/65/65/50 (L/R/U/D)

300:1
300CD/m2

0.45Kg
220W x 140H x 16D mm

PR-TFT7P PR-TFT10P
7” TFT Screen

1024x600
PAL / NTSC
DC 12V, 1A

1VP-P, 75Ohm
AV1, AV2, VGA, HDMI, Power

-10°C ~ 60°C
65/65/65/50 (L/R/U/D)

300:1
380CD/m2

0.40Kg
177W x 117H x 15D mm

10.1” TFT Screen
1024x600

PAL / NTSC
DC 12V, 1A

1VP-P, 75Ohm
AV1, AV2, VGA, HDMI, Power

-10°C ~ 60°C
65/65/65/50 (L/R/U/D)

300:1
450CD/m2

0.55Kg
250W x 163H x 16D mm

Model
Screen Size
Resolution
TV System
Power Supply
Video Input
Inputs
Work Temperature
Viewing Angle
Contrast Ratio
Brightness
Weight 
Dimension

PR-IPS7 PR-IPS10P
7” TFT Screen

1024x600
PAL / NTSC
DC 12V, 1A

1VP-P, 75Ohm
AV1, AV2, Power

-10°C ~ 60°C
85° (All Directions)

300:1
320CD/m2

0.80Kg
177W x 117H x 15D mm

10” TFT Screen
1024x600

PAL / NTSC
DC 12V, 1A

1VP-P, 75Ohm
AV1, AV2, VGA, HDMI, Power

-10°C ~ 60°C
85° (All Directions)

300:1
350CD/m2

1.2Kg
250W x 163H x 16D mm

Monitors


